MPN: USB3.1CAAF-ANG

USB-C3.2Gen1to USBA3.2gen1
angle adapter

This USB connector is for connection of devices with USB-C interface (e.g.
Tablet, Notebook) to the USB Hub, PC or charger which is using a USB3.2 gen 1

to a connection cable. Data transmission rate up to 5 Gbit/s.

® 5Gbps
® OTG (Onthego)

® Backwards compatible to USB2.0 and 1.1

e with OTG function

® USB 3.0 and USB 3.1 Gen1are now identified as USB 3.2 Gen 1, offering data
transfer speeds of up to 5 Gbps.

Specifications

Features

Legal Information

Package dimensions

Product dimensions

Cable jacket material
Cable length

Conductor material
Connector 1

Connector 1 form factor
Connector 1 gender
Connector 2

Connector 2 form factor
Connector 2 gender
Connector contacts plating
Maximum data transfer rate
Plug and Play

Product colour

RoHS compliance

USB version

ADR Information
Country of Origin
EU ECCN Code
Tariff No.
UNSPSC Code
US ECCN Code

Depth (package,cm)
Gross Weight (Package, kg)
Height (package,cm)
Width (package,cm)

Net Weight (Product, kg)

Polyvinyl chloride (PVC)
Om
Copper
USBC
Straight
Male

USB A
Straight
Female
Nickel
5000 Mbit/s
Yes

Black

Yes

USB 32 Gen1(31Gen 1)

No restrictions
China

N/A
8544429090
43211617
EAR99

12cm
0.01 kg
11cm

15.7 cm

0.01 kg
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Vendor information Brand Name MicroConnect

Warranty 25 Year(s)



