Reciprocating Saw

JR3051T

1200 W e 0 -3 000 min~' e 30 mm

Reliable recipro saw for professionals

A basic reciprocating saw for spark-free cutting of
metal and demolition work. An efficient 1 200 W
motor, stroke length of 30 mm and stroke rate of 0 —
3 000 min~' with continuous control from the switch.

Quick-release blade attachment.

B Technical specifications

Continuous Input Power
Strokes per Minute (SPM)

Length of Stroke

Max. Cutting Capacity in Wood (90°)
Max. Cutting Capacity in Steel Pipe
Power Supply Cord

Sound Power Level (Lyy)

Sound Pressure Level (L)

Noise Uncertainty (K Factor)
Weight Without Cable

Product Dimensions (L x W x H):
Vibration Level, Cutting Boards

Vibration Uncertainty (K Factor),
Cutting Boards

Vibration Level, Cutting Wooden Beam

Vibration Uncertainty (K Factor),

Il EAN 0088381754248
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1200 W
0 - 3000 min-T

30 mm
255 mm
130 mm
2,5m
99 dB(A)

88 dB(A)

3 dB(A)

3,3 kg

447 x 97 x 176 mm
19,5 m/s?

1,5 m/s?

19,5 m/s?
1,5 m/s?

. User benefits

Tool-less blade change for fast blade installation and
removal

Compact and lightweight for reduced operator fatigue
Soft grip handle provides increased comfort on the job

Variable speed trigger for precise cutting in a wide
variety of applications

Large 2-finger trigger for added convenience
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https://www.makitauk.com/product/jr3051t.html

Related products

] Optional AC

191C05-0
Hook set

B-55566
Reciprosaw Blade 100 x 1,25 mm

B-55588
Reciprosaw Blade 228 x 1.25 mm

B-55594
Reciprosaw Blade 305 x 1,25 mm

821621-3
Plastic Carrying Case

B-55572-10
Reciprosaw Blade 152 x 1,25 mm

B-55588-10
Reciprosaw Blade 228 x 1.25 mm

B-55594-10
Reciprosaw Blade 305 x 1,25 mm

. Other
User manual

Parts drawing
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https://www.icmsmakita.eu/CMS/custom/fi/attachments/user_manuals/User_manuals_EU2/JR3051T.pdf
https://www.icmsmakita.eu/CMS/custom/fi/attachments/part_drawings/EN/JR3051T.pdf

