MPN: MC-MUMUATESM2M-SIMPLEX

2M MU-MU, UPC SM G652D Simplex
Attenuated Patch cord, 2.0mm PVC

6DB

2M MU/UPC-MU/UPC SM G652D Simplex Attenuated Patch cord, 2.0mm PVC

6DB

® | ow Insertion Loss: UPC connectors minimize insertion loss, ensuring a stable

and clear signal.

e High Precision: OS2 Singlemode Fibre offers a core diameter of 9/125 microns,

providing a low attenuation rate for long-distance transmission.

® Simplex Design: Single Fibre core suitable for one-way data transmission,
ideal for applications where bidirectional communication is not required.

o Compatibility: Fully compatible with a wide range of network devices,
including switches, routers, and optical transceivers.

® Ease of Use: Compact LC connectors for easy handling and installation in

tight spaces.

® Fibre Standard G.652.D

Specifications

Features

Legal Information

Package dimensions
Product dimensions
Technical details

Vendor information

Cable length
Connector 1
Connector 1 gender
Connector 2
Connector 2 gender
Fiber mode structure
Fibre optic type
Jacket material

Product colour

ADR Information
Country of Origin
Tariff No.
UNSPSC Code

Gross Weight (Package, kg)
Net Weight (Product, kg)
Full duplex

Brand Name

Warranty

2m

MU/UPC

Male

MU/UPC

Male

Single-mode

OS2

Polyvinyl chloride (PVC)

Yellow

No restrictions
China
8544700099
26121607

0.016 kg
0.011 kg
No

MicroConnect

25 Year(s)

X

Micro .
Connect

Reliable Connectivity



